	Road marking equipment

	The markers by thermoplastic and paint coating for road marking, boilers for heating thermoplastic coating, trailers for carriage of road machines. Power of drives is from 4 up to 150 kW, a transmission is automatic, there are ball-glasses, the on-board computer, and heat is made with gas and solar oil. 

ROAD MARKING EQUIPMENT 

HIGH-PERFORMANCE EQUIPMENT ROAD MARKING BY THERMOPLASTIC AND PAINT 
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WE OFFER: 
·
DELIVERY OF ROAD MARKING EQUIPMENT
·
TECHNICAL SERVICE
·
TRAINING
·
REPAIR OF ROAD MARKING EQUIPMENT
·
DELIVERY OF ROAD MARKING MATHERIALS
·
DESIGN AND DEVELOPMENT OF ROAD MARKING EQUIPMENT
· 

· High capacity of marking. Thermoplastic heating boilers. Air-free spraying system. 

· High mobility. Trailers for markers transportation. 

· Marking programmed control. 
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Board computer “Start”. Preprogramming of parameters during operation. 
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TECHNICAL DATA
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Marker for marking by thermoplastic MT-09
Marker for marking by paint MP-10
Marker ED82 “POLIDOR” by thermoplastic
Boiler KT1-1000
Boiler KT2-100
Machine for heating and transportation of thermoplastic ED83
Trailer 8969
Trailer PPM 20
1. Type / engine power, kWt
diesel/33.8
diesel/33.8
diesel/20
carb./4.0
carb./2x4.0
diesel/136
---
---
2. Transmission
progressive hydraulic
progressive hydraulic
progressive mechanical
---
---
mechanical
---
---
3. Speed, km/h (transporting / operating)
25/1…7
25/up to 10
20/1…5
60/--
60/--
60/--
60/60
50/50
4. Tank capacity for marking material, l
400
450
400
1000
2000 (2x1000)
2200 (2x1100)
---
---
5. Bunker capacity for glass balls, l
250
250
---
---
---
---
---
---
6. Method marking
gravitational
kinetic
gravitational
---
---
---
---
---
7. Width of marking lines, mm
100,150,200,300
100…300
100,150,200,400
---
---
---
---
---
8. Thickness of marking lines, mm
3…6
0.2…0.3
3…6
---
---
---
---
---
9. Type of heating system
gas burner
---
gas burner
gas burner
gas burner
gas burner
---
---
10. Gas burner power, kWt
37.3
---
37.3
52
104
104
---
---
11. Heating temperature of thermoplastic, not more than, °Ñ
180
---
180
180
180
170
---
---
12. Operating temperature of heat-transfer agent, not more than, °Ñ
210
---
210
200
200
240
---
---
13. Carrying capacity, kg
---
---
---
---
---
---
6000
4000
14. Dimensions BxHxL, sm
215x253x500
215x253x500
196x245x414
230x147x370
214x143x514
250x305x893
150x190x725
250x180x650
15. Mass, kg
4000
3900
3220
1600
2620
17320
2600
2000



